COSMX

WEHRS (Report No.) :RN2024-04-9198

A o

Test Report

PR 4 B s OB T A s T A
Sample Name : Lithium Lon Rechargeable Battery

tesT : BPX345-6741-14.76

Model/ Type : BPX345-6741-14.76
ZEAL . PR E T R A IR A F
Client :  Zhuhai CosMX Battery Co., Ltd.

=]
Battery Co., Ltd.

Test Center of ai CosMX,

B L

QR-WITCA0012-01/1 Bt el T L I B A R K 0 m WU
Test Center of ZhuHai CosMX Battery Co., Ltd. Categories: confidential



COSMX

Report No.: RN2024-04-9198

Brifg e 7 FE It B A PR B PR O

Test Center of Zhuhai CosMX Battery Co., Ltd.
Page 1 of 16

Applicant information

PR

Name of samples:

Lithium Lon Rechargeable Battery

FE A4 PR TR BT H I AR G T R AR
%Eg%;%d:el. BPX345-6741-14.76 14.76V 6741mAh 99.5Wh
Lithium content::
P B
Commission by: Zhuhai CosMX Battery Co., Ltd.
TAEHAL: PR 5 F B A PR
Commissioner address: (South Zone, .First Floo_r, A Work Factory) No.209,_ Zhufeng Road, Jing'an Town,
T4 B ML ' Qoumen PIStI’ICt,‘ Zhuhai City, Gua‘r‘\gdong, P.R. China
) IR YR SO F R EERIEE 209 5 (Al BEHERX)
Manufacturer: Zhuhai CosMX Battery Co., Ltd.
il & - PRt el 5 FR It A A PR 8 )

Manufacturer Address:

(South Zone, First Floor, A Work Factory) No.209, Zhufeng Road, Jing'an Town,
Doumen District, Zhuhai City, Guangdong, P.R. China

WAL PR RIS R SRS 200 B (AT B B 2RO
Factory: Zhuhai CosMX Power JinWan Subsidiary Co., Ltd.
HEFET B e 7= IR PR A 7] 678 4 A A

Factory address:

Workshop No.1,No.2,No.3(first,fourth and fifth floors)and No.5,No.3 Qingwan three
Road,Qingwan Industry Park, Sanzao Town,Jinwan District,Zhuhai
City,Guangdong ,P.R.China.

P Sk PR TR X = AL T X S SR . [ TR (—
B WES 72 T R
Appearance: Silver gray
FE it S £« BRIK
Sample status: Good
FERRAS SEUF
Qua%gl?ln/g%a:mple. 46Pcs
SAMPIe JMEMICAION: | N2024-04-9198-001~016  N2024-03-6065-001~030
R%%ig'é‘gﬁﬂqate: 2024.04.30
Start test date:
AT H - 2024.04.30
CO%‘%?%”%?%: 2024.05.09

Conclusion/45it

The submitted samples comply with the requirements of Section 38.3 of the Manual of Tests and Criteria

ST/SG/AC.10/11/Rev.7

PR TSI B GRIGARET M) 58-I AR 38.3 T EK.

Tested : % % Fang Ju 7%
IURF Test Engineer  Jlli{ A2

_ _ _ Wang Li FF
Iie\qewed : -i Quality Manager J5i & 113 A
A% Xiao Duoyu P8ifi

Technical Manager F AR5t A

Approved : Dong Jiagin  #EXH)
L % %‘—’&ﬁ Authorized Manager B 7 A

QR-WITCA0012-01/1
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General product information
> I:‘ A M) N
FE A S 1t ]
Sample Type:
EENLE
Rechargeable or not Yes
TS A
O cell Use Electrochemistry
i e — System -
AL S 4 o)
Use Drone Battery Model BPX345-6741-
i FAML A2 14.76
Composing Mode 4S1P Electrochemistry NCM
P 9 System
9H Rk T j T =5
AR HRLE AL 415 %
| Battery
kA Cell C it T 6921mAh
ell Capaci : m
Cel! model CA8339C7D ‘ E 5 Yy Yp
H A 5 SERILIESS Min: 6768mAh
Manufacturer Of Cell Zhuhai CosMX Battery Co., Ltd.
gt A PR Bl e 5 LR 0y AT PR 2 ]
Sample parameters:
e
Nominal Voltage Rated Capacity Rated Energy
- 14.76V e 6741mAh PN 99.5Wh
PRAR R WE AR WUE REE
Limited Charging Max Charging Standard Charging
Voltage 17.00V Current 12.182A Current 3.384A
76 HL PR HL B KR 75 B B i 78 H R
Discharge Max Discharging Charge Cut-off
Cut-off Voltage 11.20V Current 27.072A Current 0.338A
i GER Iz B OR AR B2 THE FLA 7o R L FLR
QR-WITCA0012-01/1 BRifg e o F U A A PR A = A B WL
Test Center of ZhuHai CosMX Battery Co., Ltd.
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Test Conclusion
M4 18
No. Name of test Test result Conclusion Remark
FF5 M H 44 FR ML R AKILE U
1 Altitude simulation See A dix 1. b
NN ee endix
e PP
) Thermal test See A dix 2 b
e ee endix
R PP
3 Vibration See A dix 3 p
ee endix
R PP
Shock The submitted samples
4 ) comply with the See Appendix 4 P
s requirements of Section
38.3 of the Manual of
Tests and Criteria
External Short- ST/SG/AC.10/11/Rev.7
5 circuit ‘ \ ‘ B See Appendix 5 P
o FEaR AT E IS B (s s
AETFH) LI EE38.3
IR
Impact See A dix 6 N/A
ee endix
fah PP
6
Crush . N2024-03-
B See Appendix 6 P 6065
. Overcharge See A dix 7 p
ee endix
T PP
Forced discharge N2024-03-
8 . See Appendix 8 P
G PP 6065

QR-WITCA0012-01/1
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Photos of samples and markings

ﬁé nn&* Lmn)#

Battery (BPX345-6741-14.76 14.76V 6741mAh 99.5Wh)
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Photos of samples and markings

P S s R IR

Cell (CA8339C7D 3.69V 6768mAh)
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Appendix 1
b 1
Test Items | Altitude simulation
M H A
11 Test procedure
' A B
Test cells and batteries shall be stored at a pressure of 11.6kPa or less for at least six hours at
ambient temperature (20+5C).
TS FEB S AT VB AE A R IR 2 (20+5°C) N, EAE(E/N T 55 T-11.6kPalt) 1 71 F /b 7S/t
12 Sample status
' FEaIRES
N2024-04-9198-009 ~ 012, at first cycle in fully charged states;7E 55 1 MG 58 4 76 H s
N2024-04-9198-013 ~ 016, after 25 cycles in fully charged states. £ 55 25/ MEH 58 4 78 Hi
Result
13 ke s
Mass loss
Before Testlli A After Testill i )5 R AR Residual
Sample No. ocV Test
vt e (M<1g: 0.5% result
Fan Mass Voltage Mass Voltage _ R | g
- 19sM<75g: 0.2% ~90% MR g5 R
Ref R E | JTEHE | pemRE | TTEHE : (290%)
(9) V) Q) (%) M>75g: 0.1%)
N2024-04-
9198-009 397.63 16.3846 397.61 16.3763 0.0050 99.9493 0
N2024-04-
9198-010 397.97 16.3811 397.93 16.3805 0.0101 99.9963 0]
N2024-04-
9198-011 396.86 16.3852 396.83 16.3846 0.0076 99.9963 0]
N2024-04-
9198-012 397.25 16.3884 397.24 16.3879 0.0025 99.9969 0]
N2024-04-
9198-013 397.31 16.3804 397.27 16.3799 0.0101 99.9969 e}
N2024-04-
9198-014 398.19 16.3777 398.16 16.3772 0.0075 99.9969 )
N2024-04-
9198-015 397.80 16.3790 397.56 16.3785 0.0603 99.9969 @]
N2024-04-
9198-016 397.76 16.3890 397.55 16.3865 0.0528 99.9847 e}

Note: L-Leakage, V-Venting, D -Disassembly, R -Rupture, F-Fire, O-No leakage, no venting, no disassembly, no
rupture, no fire.

M L- s V- HJFR D- @R R-OBGRS; F- kG O- Bitle. JoHRR. MR, SRR, iR

QR-WITCA0012-01/1 BRifg e o F U A A PR A = A B WL
Test Center of ZhuHai CosMX Battery Co., Ltd. Categories: confidential
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Appendix 2
pik 2
Test Items | Thermal test
WAL H A ERULREY
11 Test procedure
' N
Test cells and batteries are to be stored for at least six hours at a test temperature equal to 72+2°C,
followed by storage for at least six hours at a test temperature equal to -40+2°C. The maximum
time interval between test temperature extremes in 30 minutes. This procedure is to be repeated
until 10 total cycles are complete, after which all test cells and batteries are to be stored for 24
hours at ambient temperature (20+57C).
W HLE A AR IR B2 97242 °C B 56 A R IEAEAN D T 64N, SRS, AR E-40+2 °C 5% A NI A7 AN D
TN, AU 8] O TR B 1 D 30min, S5 2 4 _BA B BRELRI100K, R)E, K HAEM IR E
N20£5°C A T IUE 240 /N
12 Sample status
' FEaRES
N2024-04-9198-009 ~ 012, at first cycle in fully charged states;7E 58 1 MG 58 45 78 s
N2024-04-9198-013 ~ 016, after 25 cycles in fully charged states.ft 5525 MEH 52 4 75 Hi .
Result
13 | ke g
s S Mass loss
Before Testilll After Testill{ = o
samole N il s B R Residual Test
ample No. .nEo
g 2 Mass Voltage Mass Voltage (I:/I<<]"\(‘:/JI<3554 ’/I::EIJ%CE%/}_’T: result
TS R | PEBE | peggm | FPEORE |09 TUS9 soou | MRER
C) V) C) V) ' B
M>75g: 0.1%)
N2024-04-
9198-009 397.61 16.3763 397.41 16.3752 0.0503 99.9933 o
N2024-04-
9198-010 397.93 16.3805 397.75 16.3422 0.0452 99.7662 O
N2024-04-
9198-011 396.83 16.3846 396.58 16.3439 0.0630 99.7516 O
N2024-04-
9198-012 397.24 16.3879 397.03 16.3468 0.0529 99.7492 0]
N2024-04-
9198-013 397.27 16.3799 397.12 16.3420 0.0378 99.7686 o
N2024-04-
9198-014 398.16 16.3772 398.08 16.3400 0.0201 99.7729 O
N2024-04-
9198-015 397.56 16.3785 397.44 16.3414 0.0302 99.7735 0]
N2024-04-
9198-016 397.55 16.3865 397.48 16.3844 0.0176 99.9872 o]

Note: L-Leakage, V-Venting, D -Disassembly, R -Rupture, F-Fire, O-No leakage, no venting, no disassembly, no
rupture, no fire.

E: L R V- #G D- R R- B F- oK O- Biltle. EHER. B, R, kK.

QR-WITCA0012-01/1
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Appendix 3
fi 3
Test Items | Vibration
WATH | &3
11 Test procedure
WP PR

Cells and batteries are firmly secured to the platform of the vibration machine without distorting the
cells in such a manner as to faithfully transmit the vibration. The vibration shall be a sinusoidal
wave form with a logarithmic sweep between 7 Hz and 200 Hz and back to 7 Hz traversed in 15
minutes. This cycle shall be repeated 12 times for a total of 3 hours for each of three mutually
perpendicular mounting position of the cell.

W F R LB A [ M 2 AR IR B B I B L, AREITIRIRE) . RBILLIESZ TR, BL7HZEE 2=
200Hz, SRJ5 P BB 7THZ A —DMEIR, — DMEARREEL5 0B N HEa M. A4 st R s it A =
AN AR BT [ BRI L20, 34N

Sample status

L2 RS
N2024-04-9198-009 ~ 012, at first cycle in fully charged states; 7£ 55 1MEH 56 & 78 HL;
N2024-04-9198-013 ~ 016, after 25 cycles in fully charged states. 7t 5 25§ 56 4 78 HL
Result
13| ks
NTIES e Sl .
Sample Before Testilli fi After Testilli j5 Masas Loss Residual
N JRESR ocV Test
° Mass Voltage Mass Voltage (M<1g: 0.5% PN result
FEfdns | RESTE | JTEEHE | pemmE | JTESHEIE | 1gsM<75g: 0.2% (;S;O%)‘ ks
(g) V) ) V) M>75g: 0.1%) =
N2024-04-
9198-009 397.41 16.3752 397.32 16.3141 0.0226 99.6270 o)
N2024-04-
9198-010 397.75 16.3422 397.71 16.2767 0.0101 99.5992 @]
N2024-04-
9198-011 396.58 16.3439 396.51 16.2856 0.0177 99.6433 @]
N2024-04-
0198-012 397.03 16.3468 396.86 16.2846 0.0428 99.6195 0]
N2024-04-
0198-013 397.12 16.3420 396.99 16.2776 0.0327 99.6059 @]
N2024-04-
0198-014 398.08 16.3400 397.94 16.2753 0.0352 99.6040 @]
N2024-04-
0198-015 397.44 16.3414 397.32 16.2773 0.0302 99.6077 0]
N2024-04-
0198-016 397.48 16.3844 397.33 16.3211 0.0377 99.6137 e)

Note: L-Leakage, V-Venting, D -Disassembly, R -Rupture, F-Fire, O-No leakage, no venting, no disassembly, no
rupture, no fire.

M L- s V- R D- @R R-OBR; F- kG O- Biltle. JoHRR. MR TERR. IR K.

QR-WITCA0012-01/1 BRifg e o F U A A PR A = A B WL
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Appendix 4
fii& 4
Test Items | Shock
WRIE |
11 Test procedure
' i

Test cells and batteries shall be secured to the testing machine, and each cell shall be subjected
to a half-sine shock of peak acceleration of 150gn and pulse duration of 6 milliseconds. Large cells
may be subjected to a half-sine shock of peak acceleration of 50gn and pulse duration of 11
milliseconds. Small batteries shall be subjected to a half-sine shock of peak acceleration of 150gn
(or Acceleration(gn)= J@,which is smaller) and pulse duration of 6 milliseconds. Each cell or
battery shall be subjected to three shocks in the positive direction followed by three shocks in the

negative direction of three mutually perpendicular mounting positions of the cell or battery for a
total of 18 shocks

UL A 20 5 A P 0T e TR 7 [ SR 22T oA ot L (8 59 150G )2 1 3% 1
PSR K RO R, KR P S 5 % A8 £ 50gR Pk o 85 1 1L 0 IE 3l o
S HhL T DL 1500 (b5 ) et e AMED) (1020 TE 3% (00 I et o, ki 6520, 494 i
bk P YL AUPE =/ LA 35 [ PR 222 o [0 L [ 258 = YRl B 1 S 7 15 = i
B2 18T

Sample status

L2 ks
N2024-04-9198-009 ~ 012, at first cycle in fully charged states; t 25 1 MG 5E 4 78 HE
N2024-04-9198-013 ~ 016, after 25 cycles in fully charged states.7F 55 254§ 5€ 4 78 il
13 Result
' AL
Before Testill i Al After Testlll )5 Mass loss Residual
Sample No. Ji sk ocy Test
B 2 Mass Voltage Mass Voltage (M<1g: 0.5% FIA result
MRS RERRR | O JFESIE | FRAEL | JFEEIE | 1gsM<75g: 0.2% (250% )‘ g
N2024-04-
9198-009 397.32 16.3141 397.29 16.3133 0.0076 99.9950 O
N2024-04-
9198-010 397.71 16.2767 397.67 16.2757 0.0101 99.9939 O
N2024-04-
0198-011 396.51 16.2856 396.46 16.2847 0.0126 99.9945 e}
N2024-04-
0198-012 396.86 16.2846 396.82 16.2838 0.0101 99.9951 O
N2024-04-
0198-013 396.99 16.2776 396.92 16.2765 0.0176 99.9932 O
N2024-04-
0198-014 397.94 16.2753 397.86 16.2746 0.0201 99.9957 e}
N2024-04-
0198-015 397.32 16.2773 397.27 16.2763 0.0126 99.9939 @)
N2024-04-
0198-016 397.33 16.3211 397.26 16.3197 0.0176 99.9914 O

Note: L-Leakage, V-Venting, D-Disassembly, R-Rupture, F-Fire, O-No leakage, no venting, no disassembly, no
rupture, no fire.

e L- R V- HPSG D- R R-OBRG F- kG O- GlR. JoHRR. BMREAR. SRR, TR K.
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Appendix 5
fi=k 5
Test Items External short circuit
I H B R
11 Test procedure
' U rwi
The cell or battery to be tested shall be temperature stabilized so that its external case
temperature reaches 57+4°C and then the cell or battery shall be subjected to a short circuit
condition with a total external resistance of less than 0.1 ohm at 57+4°C. This short circuit
condition is continued for at least one hour after the cell or battery external case temperature
has returned to 57+4°C, the cell or battery must be observed for a further six hour for the test
to be concluded.
TRFFIRIS AR B A EAES7+4°C,  DUI RS B A Tl RE i AN R B IE 257+4°C, AR5, FESLIR
T BRI T-0. LA I 2R Bt A 42, ARr LA B FEL T A 2R B2 TR 315744 °C 22 P RR4E
/NI RAF, Xof F R F s 0 25— A W 64N/ A e T 4518
19 Sample status
' FEmARS
N2024-04-9198-009 ~ 012, at first cycle in fully charged states; t 25 1 MG 5E 4 78 HE
N2024-04-9198-013 ~ 016, after 25 cycles in fully charged states.?E 55 25N G 56 42 78 .
Result
13 TR B
Sample No. Max. External Temperature Test result Remark
FE g T il 2R T B¢ el B2 (C) Mtah R #E
N2024-04-9198-009 58.1 O —
N2024-04-9198-010 56.9 o —
N2024-04-9198-011 58.8 O —
N2024-04-9198-012 58.6 o —
N2024-04-9198-013 57.7 O —
N2024-04-9198-014 57.2 O —
N2024-04-9198-015 57.4 O —
N2024-04-9198-016 59.0 O —

Note: D —Disassembly, R —Rupture, F —Fire, OT —Over Temperature, O —no disassembly, no rupture, no fire,
no Over temperature

VE: D- R R- B, F— 2k OT— #id170°C; O- Tfffk. . it k. AHE170C

QR-WITCA0012-01/1 BRifg e o F U A A PR A = A B WL
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Appendix 6
fiis 6
Test Items Crush 5/
T H
11 Test procedure
' NG
A cell or component cell is to be crushed between two flat surfaces. The crushing is
to be gradual with a speed of approximately 1.5 cm/s at the first point of contact. The
crushing is to be continued until the first of the three options below is reached. (a) The
applied force reaches 13kN+0.78kN; (b) The voltage of the cell drops by at least 100
mV; or (c) The cell is deformed by 50% or more of its original thickness.
F LS I ZH g F S AE PSP TRI AN B s o 55 AR 5 — M U A2 1.5em/s 3 E 18
PSHEAT, HER N =ANEW 2 k2 y1k: @FEH /1353 13kN+0.78kN; (b)HL it
JE [ 22 /0K F100mV;  (c) it 5 AT ] B 3 AR T 25 /0 50%
Sample status
12
BRI
N2024-03-6065-021~ 025, at first cycle at 50% of the design rated capacity;fE 5511
TEFA 78 50%[1 H5E 25 5 5
N2024-03-6065-026~030, after 25 cycles at 50% of the design rated capacity. 7£%
254G R 7 50%0 1 4 E 25 o
13 Result
USSR
Sample No. Max. External Temperature Ending condition Test result Remark
RS FE i 22 H i =il B (C) Z bk I 4h /I
N2024-03-6065-021 23.5 a o —
N2024-03-6065-022 23.6 a o —
N2024-03-6065-023 23.6 a O —
N2024-03-6065-024 23.5 a o —
N2024-03-6065-025 235 a O —
N2024-03-6065-026 235 a o —
N2024-03-6065-027 23.6 a O —
N2024-03-6065-028 235 a o —
N2024-03-6065-029 23.4 a O —
N2024-03-6065-030 235 a o —

Note: D -Disassembly, R -Rupture, F-Fire, OT —Over Temperature, O- no disassembly, no fire, no Over

temperature

v D- R R- 3; F- 2k OT- @id170°C; O-Tofifk. Joit k. AEiZ170°C

QR-WITCA0012-01/1 PR 56 5 F T IR A PR 2 7] P 0

Test Center of ZhuHai CosMX Battery Co., Ltd.
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Appendix 7
fi=E 7
Test Items Overcharge
T H A
11 Test procedure
' M0 IR
When the manufacturer's recommended charge voltage is not more than 18V, the minimum
voltage of the test shall be the lesser of two times the maximum charge voltage or 22V,
whichever is less. When the manufacturer's recommended charge voltage is more than 18V,
the charging voltage of the test shall be 1.2 times maximum charge voltage. The charging
current is 2 times of the maximum charging current recommended by the manufacturer.
AN SR SRR B 78 R AN 18V, AR e/ 78 H F R LR PR T X s B R A FEL
JEEE 222V, BOLrhEUNE . R IR R I 18V, FHRERZON 1. 265 K
PRERNTEHR . Fe RN KRR RO TS L2
12 Sample status
N2024-04-9198-001 ~ 004, at first cycle in fully charged states; 7£ 551G 58476
N2024-04-9198-005 ~ 008, after 25 cycles in fully charged states. 7E5525/MEH 584 75 H o
Result
13 ks
Sample No. Voltage Before test(V) Voltage test(V) Test result Remark
L TR DACHT T 28 L (V) R (V) Mg R H/E
N2024-04-
9198-001 16.3847 22.0000 (0] —
N2024-04-
9198-002 16.3863 22.0000 (0] —
N2024-04-
9198-003 16.3776 22.0000 (@)
N2024-04-
9198-004 16.3861 22.0000 (0]
N2024-04-
9198-005 16.3736 22.0000 (@) —
N2024-04-
9198-006 16.3864 22.0000 (@)
N2024-04-
9198-007 16.3784 22.0000 (@) —
N2024-04-
9198-008 16.3865 22.0000 (@) —

Note: D -Disassembly, F-Fire, O- no disassembly, no fire.

T

D- filthk; F- 2k O-Lfltk. JToe K.

QR-WITCA0012-01/1
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Appendix 8
fiisk 8
Test Items Forced discharge
I H SiR il TR
11 Test procedure
' U Nrwi
Each cell shall be forced discharged at ambient temperature by connecting it in series with
a DC12V power supply at an initial current equal to the maximum discharge current
specified the manufacturer. The specified discharge current is to be obtained by connecting
aresistive load of the appropriate size and rating in series with the test cell. Each cell shall
be forced discharged for a time interval(in hours) equal to its rated capacity divided by the
initial test current(Measured in amperes).
76205 C ISR R, B AA S IERAE 12VIG B YR _ Lt A7 s b ko, PE B F Y42
BEEEAN BT AR FIR YIS ) 45 € A B ORTECRE F VAL, RN [B] D e A B AT A6 FEL A
19 Sample status
' FEmARES
N2024-03-6065-001 ~ 010, at first cycle in fully discharged states; 725 1/4MEM 58 4 ;
N2024-03-6065-011 ~ 020, after 25 cycles ending in fully discharged states. 7£ 525N
b2 et oy) G E
1.3 Rgsult
HINRRAPIS
Voltage Before Voltage Before
Sample No. test Test result Sample No. test Test result
RS MECETRE R | a2 L TAS) IR % H ML R
(W) V)
N2024-03-6065- N2024-03-6065-
001 3.2394 O 011 3.1878 O
N2024-03-6065- N2024-03-6065-
002 3.2260 O 012 3.1699 O
N2024-03-6065- N2024-03-6065-
003 3.2467 0 013 3.2169 o]
N2024-03-6065- N2024-03-6065-
004 3.2393 0 014 3.2283 o]
N2024-03-6065- N2024-03-6065-
005 3.1569 O 015 3.1808 0]
N2024-03-6065- N2024-03-6065-
006 3.2400 0O 016 3.1927 o]
N2024-03-6065- N2024-03-6065-
007 3.2270 0 017 3.1826 o]
N2024-03-6065- N2024-03-6065-
008 3.2401 O 018 3.2119 O
N2024-03-6065- N2024-03-6065-
009 3.2467 O 019 3.1991 O
N2024-03-6065- N2024-03-6065-
010 3.2601 0 020 3.1993 O
Note: D -Disassembly, F-Fire, O- no disassembly, no fire.
I D- fiEfks F- ks Ok, il
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Test equipment list

\) > )
P& S-SR
. I Used
No. Name Type Equlpment No. Callt{ratlon Date S
5 % PR LEeE) % 5 R RO = (4>
Battery Charge And
1 Discharging Tester | ACTS 20V10A-GGS | GYA-E-1788 2024-07-26 N,
Hi B I R &
Battery Charge And
2 Discharging Tester CT3001H GYA-E-8307 2024-11-06 N
I R
Low Pressure Chamber
3 (I 2 2 B R 00 GX-3020-Z GYA-0-0039 2024-07-26 J
Rapid Temperature Test i = Nna.
4 Vo B RIS AL CZ-H-80B GYA-T-0796 2024-08-07 J
Vibration Platform
5 RIS & ES-3-240 GYA-0-0687 2025-03-03 J
Shock Platform
6 RIS & 1IS350 GYA-F-2221 2025-03-14 N,
Crush Platform
7 R RIS AL BE-6045-2TD GYA-F-2220 2025-01-10 N,
g |DCregulated power supply IT6512 GYA-E-1690 | 2024-07-26 J
IERW YRR
DC regulated power supply = e
9 B TR IT6512 GYA-E-1691 2024-07-26 N,
DC regulated power supply - e
10 B R IT6163 GYA-E-1271 2024-07-26 N,
DC regulated power supply = e
11 B TR IT6522C GYA-E-1616 2024-07-26 J
DC electronic load
12 T IT8816 GYA-E-1617 | 2024-07-26 J
DC regulated power supply = -
13 B RS H g IT6512 GYA-E-1692 2024-07-26 N,
DC electronic load
14 e e IT6163 GYA-E-1693 2024-07-26 N,
DC regulated power supply = 0.
15 B R IT6163 GYA-E-8285 2024-10-13 N,
DC regulated power supply
16 B ARG H g IT6163 GYA-E-8286 2024-10-13 N,

QR-WITCA0012-01/1

Bt ek 5 FL L A A BR 28 ] K
Test Center of ZhuHai CosMX Battery Co., Ltd.

Wl Bl

Categories: confidential




COSMX

Report No.: RN2024-04-9198

Brifg e 7 FE It B A PR B PR O

Test Center of Zhuhai CosMX Battery Co., Ltd.

Page 15 of 16

No. Name Type Equipment No. | Calibration Date z]:?ﬁf{eifjﬂa
g % A % 5 ket | 0
DC regulated power supply = 0.
17 PR g IT6163 GYA-E-8287 | 2024-10-13 J
DC electronic load
18 e IT6163 GYA-E-1944 | 2024-10-13 J
DC electronic load
19 e IT6163 GYA-E-8301 2024-11-09 N,
DC electronic load
20 T IT6163 GYA-E-2184 | 2025-04-10 J
Multichannel short circuit
21 b T 2 A GK-8048 GYA-T-0155 2024-07-25 J
Data Collector
22 Fir b SEAEAY LR8431-30 GYA-E-0717 2025-03-10 N,
Multichannel short circuit
23 L 5 BRI AL GK-8048 GYA-T-0245 2024-07-25 N
Data Collector
24 HlE AR Y LR8431-30 GYA-E-1122 2024-11-09 N,
Electronic Scale
25 e GS2202 GYA-F-0667 2024-07-27 J
Internal resistance tester
26 LT P BELIIRA BT3562 GYA-E-1806 2025-04-10 N,
27 Electronic Scale ESJ200-4B GYA-F-2236 | 2025-04-09 J
HFRF )
Internal resistance tester
28 i P B 1Y BT3562 GYA-E-5083 2025-04-10 N,
Ppg tester
29 PPG It X ATMPPG200-1000 GYA-L-3086 2024-11-10 N,
Internal resistance tester
30 LI A BRI A BT3562 GYA-E-1875 2024-08-14 N
31 Electronic Scale ESJ200-4B GYA-F-3027 | 2024-11-09 J
TR '
Data Collector
32 HOlE AL LR8431-30 GYA-E-0401 2024-08-14 N
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R E M
Attention
1. A& Tor i AL R & B ZE TR

The test report is invalid without the official stamp of the lab.

2. REXLRFRHAR, PMEBIERERE.
Nobody is allowed to photocopy or partly photocopy this report without written
permission of the lab.

3. AMETHHEN. FEANLZLTR.

The test report is invalid without the signature of ratifier, reviewer.

4. ARBFRETCRK .

The test report is invalid if altered.

5. IR G ED T E AN TR EE WE K, REZSEE E 7R .
If any test method is deviation from the designated test method, must be commented in
the test data sheet.

6. XM EEF AW, MTEREIHREZ BT RA AN BRAR S

Objections to the test report must be submitted to lab within 15 days.

7. AREDOTIERFE R AT
The test report is valid for the tested sample only.

8. j:ﬁmu%%tp“NlAni%i{.uz:ﬁﬁﬁu’ “P”i%’}]_:\‘“ﬁﬁ”, “F”%E_\‘“Z:ﬁi‘i”c
As for the test result “N/A” means “Not Applicable”, “P” means “Pass” and “F” means
“Fail”.
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No.1, Shunyu Road, Jing'an Town, Doumen District, Zhuhai City, Guangdong,
P.R.China

TEL: 0756-6321999

E-mail:tc@cosmx.com

URL: http:// www. cosmx.com
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